Timing Belt

lHlustrated Index

NOTE:

® Refer to page 5-45 for positioning crank and pulley before installing beit.
® Refer to base manual for altermator belt adjustment.

® Refer to page 5-20 for A/C compressor belt adjustment.

® Mark direction of rotation before removing.

CAP NUT 6 x 1.0 mm
10 N-m(1.0 kg-m, 7 Ib-ft)
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ADJUSTING BOLT

10 x 1.25 mm

55 N-m(5.5 kg-m, 40 Ib-ft)
For adiustment only,

do not remove.

10 x 1.25 mm
51 N-m(5.1 kg-m,
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SPECIAL BOLT
6x1.0mm
10 N-m{1.0 kg-m, 7 Ib-ft)
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10 N-m(1.0 kg-m,

7 Ib-ft)

Install with concave
surface facing in.

®/ KEY
Install with concave
surface facing nut.
LOWER COVER

. SOCKET WRENCH
PULLEY HOLDER 19 mm
ATTACHMENT HEX 50 mm 07JAA—0010200
07JAB—0010400

6 x1.0 mm
10 N-m{1.0 kg-m,
7 1b-ft)

"HANDLE
07JAB—0010200

SPECIAL BOLT

14 x 1.25 mm

120 N-m(12.0 kg-m, 87 Ib-ft)
Apply engine oil to the

bolt threads.
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